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CONDUCTIVE POLYMER ALUMINUM SOLID ELECTROLYTIC CAPACITORS (HYBRID TYPE)
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6.3 1.6 3.5 2.1 9.1 

8 2.2 4.1 3.0 11.2 

10 2.2 4.3 4.5 13.1 
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D L A1 B1 C W1 PB1 C W1 PB1 C W1 P

6.3 6.16.3 6.1 6.6 6.6 2.7 1.86.6 2.7 1.86.6 2.7 1.8

6.3 86.3 8 6.6 6.6 2.7 1.86.6 2.7 1.86.6 2.7 1.8

8 10.58 10.5 8.3 8.3 2.9 3.18.3 2.9 3.18.3 2.9 3.1

10 10.510 10.5 10.3 10.3 3.2 4.53 3.2 4.53 3.2 4.5

0.56.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.8

0.56.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.86.6 2.7 1.8

8.3 2.9 3.18.3 2.9 3.18.3 2.9 3.18.3 2.9 3.18.3 2.9 3.18.3 2.9 3.1

3 3.2 4.53 3.2 4.53 3.2 4.53 3.2 4.53 3.2 4.53 3.2 4.5

(mm)

Vibration proof package with the supporting capacitors
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a b c d

8 4.2 4.5 2.5 11.5 

10 4.2 4.8 3.9 13.5 

Size

(mm)

8

 For chip type capacitors more than case size 8, vibration

 package support.
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Dummy terminal

Electrode terminal

D L A1 B1 C PL A1 B1 C PL A1 B1 C PL A1 B1 C PL A1 B1 C P

8 10.5 8.3 8.3 3.1 3.18 10.5 8.3 8.3 3.1 3.18 10.5 8.3 8.3 3.1 3.18 10.5 8.3 8.3 3.1 3.18 10.5 8.3 8.3 3.1 3.18 10.5 8.3 8.3 3.1 3.1

10 10.5 10.3 10.3 3.4 4.510 10.5 10.3 10.3 3.4 4.510 10.5 10.3 10.3 3.4 4.510 10.5 10.3 10.3 3.4 4.510 10.5 10.3 10.3 3.4 4.510 10.5 10.3 10.3 3.4 4.5

(mm)

12

DIMENSIONS

DIMENSIONS

10 12.5 10.3 10.3 3.2 4.50.8 1.1

10 16.5 10.3 10.3 3.2 4.50.8 1.1

B1 C W1 P

6.6 2.7 1.8

6.6 2.7 1.8

8.3 2.9 3.1
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